Premium Chemetal (0.030" aluminum) or Gemini extruded acrylic face with patented Bern-Lok lamination

Horizontal grain standard
Vertical optional

A

Inside radius varies based on foam depth (0.070" - 0.19")

Optional Adhesive - Supplied by installer

NOTES:
Body:
- Designed for interior use
- Multiple face finish and color options
- Charcoal foam depth sizes: 1/2", 3/4", 1", 1 1/2", 2", and 3"
- Optional - 1/8" acrylic face
- Optional painted back and return
  - Min. 0.25" stroke - (1/2" - 1" thick)
  - Min. 0.375" stroke - (1 1/2" - 3" thick)
- Router cut

Mounting:
- Letters up to 12" high max.
- Exterior grade tape, but recommended for interior use on flat smooth surfaces
- Partial tape coverage - min. 0.25" stroke up to 1" thick, min. 0.375" stroke, 1 1/2" - 3" thick

PRODUCT CONSTRUCTION EXAMPLE

PRODUCT TYPE:
LAM ON FOAM

MATERIAL:
LAMINATED FOAM

TITLE:
METAL LAMINATE ON FOAM - DOUBLE FACE TAPE MOUNT

DWG NO. FOAM30
REV 08/22/16
SCALE: AS INDICATED
SHEET 1 OF 1